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LANDA PARTS & ACCESSORIES MAX STOCK
FAST SHIPPING AVAILABLE

Landa G3 Pump Repair Kit Selection Chart
Use the selection chart below to find the correct repair kits for the specific Landa Pump Model.

Pump Model Valves Seal Kits* Packing with Brass Plunger Oil Seals Ceramic Plunger Kit

LB3030 8.754-859.0 8.754-856.0 8.758-081.0 9.803-937.0 8.754-858.0
LB3030R 8.754-859.0 8.754-856.0 8.758-081.0 9.803-937.0 8.754-858.0
LB4025 8.754-859.0 8.754-856.0 8.758-081.0 9.803-937.0 8.754-858.0
LBP3030R 8.754-859.0 8.759-015.0 8.929-348.0 9.803-937.0 8.754-858.0
LBP4025R 8.754-859.0 8.759-015.0 8.929-348.0 9.803-937.0 8.754-858.0
LD3025 9.803-936.0 8.725-356.0 8.725-357.0 9.803-937.0 9.803-935.0
LD3030 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LD3030H 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LD4020 9.803-936.0 8.725-356.0 8.725-357.0 9.803-937.0 9.803-935.0
LE2020F 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LE2020S 9.803-936.0 8.725-356.0 8.725-357.0 9.803-937.0 9.803-935.0
LE2825F 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LE2825S 9.803-936.0 8.725-356.0 8.725-357.0 9.803-937.0 9.803-935.0
LE3525F 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LF2030F 8.754-859.0 8.754-860.0 8.758-083.0 9.803-937.0 8.754-862.0
LF2030S 8.754-859.0 8.754-856.0 8.758-081.0 9.803-937.0 8.754-858.0
LF2830F 8.754-859.0 8.754-860.0 8.758-083.0 9.803-937.0 8.754-862.0
LF2830S 8.754-859.0 8.754-856.0 8.758-081.0 9.803-937.0 8.754-858.0
LF3530F 8.754-859.0 8.754-860.0 8.758-083.0 9.803-937.0 8.754-862.0
LFP2030S 8.754-859.0 8.759-015.0 8.929-348.0 9.803-937.0 8.754-858.0
LFP2830S 8.754-859.0 8.759-015.0 8.929-348.0 9.803-937.0 8.754-858.0
LG2530G 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LG3030G 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LG3035G 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LG3535G 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LG4030G 9.803-936.0 8.725-354.0 8.725-355.0 9.803-937.0 9.803-934.0
LH5050 9.802-604.0 9.804-492.0 9.804-493.0 9.802-606.0 9.802-629.0
LM3540 9.802-603.0 8.725-358.0  8.758-087.0 9.802-609.0 8.933-023.0
LM3540R.3 9.802-603.0 8.725-358.0  8.758-087.0 9.802-609.0 8.933-023.0
LM3840R.3 9.802-603.0 8.725-358.0  8.758-087.0 9.802-609.0 8.933-023.0
LM4030 9.802-603.0 8.725-362.0 8.758-086.0 9.802-609.0 8.751-238.0
LM4035 9.802-603.0 8.725-360.0 8.758-085.0 9.802-609.0 8.751-237.0
LM4035H 9.802-603.0 8.725-360.0 8.758-085.0 9.802-609.0 8.751-237.0
LM5030 9.802-603.0 8.725-362.0 8.758-086.0 9.802-609.0 8.751-238.0
LM6035 9.802-603.0 8.725-360.0 8.758-085.0 9.802-609.0 8.751-237.0
LP2535G 8.754-859.0 8.754-860.0 8.758-083.0 9.803-937.0 8.754-862.0
LP3035G 8.754-859.0 8.754-860.0 8.758-083.0 9.803-937.0 8.754-862.0
LP3035G1 8.754-859.0 8.754-860.0 8.758-083.0 9.803-937.0 8.754-862.0
LP3535G1 8.754-859.0 8.754-860.0 8.758-083.0 9.803-937.0 8.754-862.0
LP4035G1 8.754-859.0 8.754-860.0 8.758-083.0 9.803-937.0 8.754-862.0
LPP2535G 8.754-859.0 8.759-031.0 8.758-218.0 9.803-937.0 8.754-862.0
LPP3035G1 8.754-859.0 8.759-031.0 8.758-218.0 9.803-937.0 8.754-862.0
LS3040G.3 9.80-2603.0 8.725-358.0  8.758-087.0 9.802-609.0 8.933-023.0
LS3540G.3 9.802-603.0 8.725-358.0  8.758-087.0 9.802-609.0 8.933-023.0
LS4040G.3 9.802-603.0 8.725-358.0  8.758-087.0 9.802-609.0 8.933-023.0
LS5030G.3 9.802-603.0 8.725-358.0  8.758-087.0 9.802-609.0 8.933-023.0
LT4035 9.802-603.0 8.916-488.0 8.916-322.0 9.802-606.0 9.802-607.0
LT4040 9.802-603.0 8.916-488.0 8.916-322.0 9.802-606.0 9.802-607.0
LT4540.2 8.753-824.0 8.753-821.0 8.758-061.0 9.802-606.0 8.753-823.0
LT5030 9.802-603.0 8.916-487.0 8.916-323.0 9.802-606.0 9.802-611.0
LT5030H 9.802-603.0 8.916-487.0 8.916-323.0 9.802-606.0 9.802-611.0
LT6035 9.802-603.0 8.916-488.0 8.916-322.0 9.802-606.0 9.802-607.0
LT6036.2 8.753-824.0 8.753-821.0 8.758-061.0 9.802-606.0 8.753-823.0
LX1025 9.802-608.0 8.725-364.0 8.725-365.0 9.802-606.0 9.802-614.0
LX1036.2 8.753-349.0 8.752-844.0 8.757-937.0 8.752-835.0 8.752-839.0
LX5050 9.802-604.0 9.802-615.0 9.802-616.0 9.802-606.0 9.802-629.0
LX5450 8.753-515.0 8.753-512.0 8.757-939.0 9.802-606.0 8.753-514.0
LX8030 9.802-608.0 8.725-364.0 8.725-365.0 9.802-606.0 9.802-614.0
LX9536.2 8.753-349.0 8.752-844.0 8.757-937.0 9.802-606.0 8.752-839.0
*When replacing V-seals, use Packing with Brass


